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ARTICLE CODES

PRODUCT 
DESCRIPTION

APPLICATION

COLOUR

SIZE

3 and 5

3 and 5

Size 5
Fraction (mm) Percentage Fraction (mm) Percentage
0,00 - 0,50 2 - 8 % 0,00 - 1,00 5 - 15 %
0,50 - 1,00 12 - 18 % 1,00 - 2,00 15 - 25 %
1,00 - 2,00 30 - 40 % 2,00 - 4,00 40 - 50 %
2,00 - 4,00 40 - 48 % 4,00 - 5,60 10 - 18 %
4,00 - 5,60 0 - 2 % 5,60 - 8,00 10 - 15 %
> 5,60 0% > 8,00 < 2 %

Size 5
Fraction (mm) Percentage Fraction (mm) Percentage
0,00 - 0,50 2 - 8 % 0,00 - 1,00 5 - 15 %
0,50 - 1,00 12 - 18 % 1,00 - 2,00 15 - 25 %
1,00 - 2,00 30 - 40 % 2,00 - 4,00 40 - 50 %
2,00 - 4,00 40 - 48 % 4,00 - 5,60 10 - 18 %
4,00 - 5,60 0 - 2 % 5,60 - 8,00 10 - 15 %
> 5,60 0% > 8,00 < 2 %

Size 3

8171 MB  VAASSEN

Flooring: Colourflakes F are developed for application in Epoxy, Polyurethane or Acrylic floors. 
The flakes are sprinkled into a primer, in full or open covering and after drying coated with a 
transparent topcoat.

standard programme Colours of Nature, F2 Chipsfloors, Majestic Collection

Sieve specification marble flakes

The Netherlands

FS solid colours and blends, MFJ marble flake bicoloured

Solid colours

Colourflakes or chips are pigmented particles made from a film, randomly cut or hammered. The 
colourflakes are shaped irregularly and the size is defined by a sieve specification. Colourflakes 
are manufactured in solid colours. By mixing the colours, multicoloured decorative effects can be 
created. The type of application of the flakes determines the composition of the film.

DATA  SHEET NR.  0011

COLOURFLAKES F

COLDEC 

Talhoutweg 17

Size 3

3 and 5

Wall interior: Colourflakes F are developed for interior application to create a multicolour wall 
finish. The colourflakes are blown into an adhesive basecoat and after drying coated with a 
transparent varnish.

Sieve specification solid colours 

Blends of solid colours

Marble flakes 
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Fraction (mm) Percentage Fraction (mm) Percentage
< 1,00 15 - 30 % 0,00-1,00 8 - 18 %
1,00 - 2,00 35 - 45 % 1,00-2,00 15 - 25 %
2,00 - 2,80 20 - 35 % 2,00-4,00 42 - 52 %
> 2,80 3 - 15 % 4,00-5,60 10 - 20 %

> 5,60 3 - 8 %

Fraction (mm) Percentage Fraction (mm) Percentage
< 1,00 15 - 30 % 0,00-1,00 8 - 18 %
1,00 - 2,00 35 - 45 % 1,00-2,00 15 - 25 %
2,00 - 2,80 20 - 35 % 2,00-4,00 42 - 52 %
> 2,80 3 - 15 % 4,00-5,60 10 - 20 %

> 5,60 3 - 8 %

SHELF LIFE

STORAGE

Sieve specification blends of solid colours and marble flakes
Size 3 Size 5

Light-fastness high

Closed in original packaging under normal dry conditions (+5ºC - 20ºC) unlimited.

Dry and cool, but frost-free.

Solid content
CD-content
Pb-content

< 2 ppm
< 4 ppm
< 1 ppm

1. Colourflakes F need to be approved for the type of resin before use.

100%

Binder PVAcTECHNICAL 
PROPORTIES

Sieve specification blends of solid colours
Size 3 Size 5

IMPORTANT

2. Colourflakes F need to be finished with a transparent topcoat.

Specific weight

high

VOC < 400 ppm

Flexibility
Hg-Content

2,0 – 2,5 g/cm³
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